
IOT Based Device Monitoring.

100% Device Performance 
Accountability.

Temperature Display

Portable and Lightweight

LED and Buzzer 
Alerts

Active Cooling with 
customizable Temperature

Easy Charging with 
upto 12h Battery life

IP66 Rated - Dust 
& Water resistance

The device contains GPS and GSM technology, which 
enables remote tracking of device parameters, location 
and status. A report can be generated at the end of 
every field visit to understand the device usage pattern 
and device performance. This will help with Inventory 
management and to inform value-chain decisions.

The device is designed to ensure 100% accurate and 
accountable cooling performance. The cooling system is 
designed for quick temperature stabilization during any 
temperature excursions (cap opening/closing), thereby 
ensuring a stable environment for the biological samples 
in the chamber.
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Full Charge Duration 4 - 5 Hours

Power Consumption for a single charge 220Wh

Dimensions (L x B x H) 30cm x 20cm x 30cm

Weight 3.9Kg

Capacity 1.5L Payload

Operating Temperature -20°C to 45°C

Battery Li-Ion, Upto 200Wh

Operating Humidity Upto 90%

Storage Temperature -30°C to 65°C

Accessories Vial Holder, Carry Bag, Absorbent Pad

Device Package Contents
1 x Emvolio, 1 x Battery Assembly,

1 x Charger, Carry Handle and Strap, Toolkit, 
Documentation.

IP66 Certified for water 
and dust resistance

Hot-Swappable Battery 
for continuous usage

Rapid Cooling time:  
35°C to 8°C in 20 

minutes


